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Table I: Black bar, 0.8 Class C g : ge; gar splicer assemg;y lgy me;{ns ?f a fe;n[;/az‘e bolt. \ Threaded splicer
Table 2: Black bar, Top bar lap, 0.8 Class C ¢ Ser bar eplloer, assembly by naling o wood forms or N oo ®
Table 3: Epoxy bar, 0.8 Class C cemen tl‘f)w o sreel Torms. . ¥
Table 4: Epoxy bar, Top bar lap, 0.8 Class C (£) : Indicates epoxy coafing. N7
Table 5: Epoxy bar, Top bar lap, Class B
Threaded splicer bar length = min. lap length + 1% + thread length
* Epoxy not required on Bar Splicer Assembly components used in
conjunction with black bars.
. Bar No. assemblies | Table for minimum
Location size required lap_length
N. Abuf. Footing Top #6 8 4
N. Abut. Footing Bottom #6 7 3
N. Abut. Stem #6 14 4
N. Abut. Backwall #5 13 5
S. Abut. Footing Top #6 8 4
S. Abut. Footing Bottom #6 7 3
S. Abut. Stem #6 10 4
S. Abut. Backwall #5 13 5
N. Appr. Slab Top #4 24 4
N. Appr. Slab Bottom #5 45 3
N. Appr. Slab Footing #5 40 3
S. Appr. Slab Top #4 24 4
S. Appr. Slab Bottom #5 45 3
S. Appr. Slab Footing #5 40 3
Deck Top #5 148 3
Deck Bottom #5 91 3
Deck Top #6 14 4
Deck Bottom #6 2 3
NOTES
Splicer bars shall be deformed with threaded ends and have a minimum 60 ksi
yield strength.
All reinforcement shall be lapped and tied to the splicer bars.
Bar splicer assemblies shall be epoxy coated according to the requirements
for reinforcement bars. See Section 508 of the Standard Specifications.
See special provision for Mechanical Splicers.
See approved list of bar splicer assemblies and mechanical splicers for
alternatives.
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